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SEALING UFO

Watertight sealing of concrete
cracks around formwork spacers
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PRODUCT NAME PRODUCT CODE COLOR  QUANTITY/BAG  QUANTITY/BOX QUANTITY/PALLET

@ inner diameter

ﬂ SEALING RING 20x2 mm T684.A_.000.Z101 BLUE 200 5.000 90.000

O SEALING RING 24 mm T683.A_.000.Z101 BLUE 100 2.500 45.000

Q SEALING UFO 6 mm T699.D_.000.Z101 BLUE 100 1.000 18.000

o SEALING UFO 10 mm T699.B_.000.Z101 BLUE 100 1.000 18.000

o SEALING UFO 12 mm T699.A_.000.Z101 BLUE 100 1.000 18.000

o SEALING UFO 17 mm T695.B_.000.Z101 BLUE 100 700 12.600

Q SEALING UFO 24 mm T695.A_.000.Z101 BLUE 100 700 12.600
o SEALING UFO 31 mm T720.A_.000.Z101 BLUE 50 500 9.000
Q SEALING UFO 39 mm T720.B_.000.2102 BLUE 50 500 9.000

The Sealing UFO is available in different sizes and can be customized to your specific formwork.

PRODUCT NAME QUANTITY/ QUANTITY/ QUANTITY/ Tie-rod connectors in
PRODUCT CODE  COLOR BAG BOX PALL

@ inner diameter ET combination with :

“ SEALING CONNECTOR 15 mm*  T713.A_.000.ZEO1 BLUE 50 500 9.000 SEALING UFO 24 mm

The Sealing Connector is available in different sizes and is slid over the tie rod and anchored with the Sealing UFO or the Sealing Ring.

FUNCTIONING SEALING CONNECTOR WITH UFO WITH SEALING RING

Position the Sealing Close the Sealing Slide the Sealing UFO Anchor the Sealing Or slide the Sealing Ring  Anchor the Sealing
Connector against the Connector over the tie rod Connector using : over the tie rod Connector using
tie rod the Sealing UFO the Sealing Ring

The water swellable sealing products by BeSealed® are based on the unique Active Sealing technology. Our products expand on contact with
water. This is how they create an active seal to combat moisture infiltration. The BeSealed® products are self-correcting and thus also sealing the
unevenness and imperfections of the concrete.
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